
TYPICAL INSTALLATION OF NEW WATER LINE UNDER

SANITARY SEWER LINE IN ACCORDANCE WITH TCEQ

REQUIREMENTS

NOT TO SCALE

TYPICAL INSTALLATION OF NEW WATER LINE OVER NEW

NON-PRESSURE RATED SANITARY SEWER LINE IN ACCORDANCE

WITH TCEQ REQUIREMENTS

TYPICAL INSTALLATION OF NEW WATER LINE OVER

NEW SANITARY SEWER LINE IN

ACCORDANCE WITH TCEQ REQUIREMENTS

NOT TO SCALE

  CROSSING #1

  CROSSING #2

  CROSSING #3

NOT TO SCALE

ENGINEERING

DIVISION

AutoCAD SHX Text
JOINT OF NEW WATER LINE TO BE CENTERED UNDER PROPOSED SANITARY SEWER LINE AND JOINTS AT LEAST 9' HORIZONTALLY FROM SEWER LINE.
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EACH END OF CASING SHALL BE SEALED WITH A WATERTIGHT NON-SHRINK GROUT OR A MANUFACTURED WATER TIGHT SEAL.
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CASING PIPE TO BE SDR-26, TWO NOMINAL SIZES LARGER THAN WATER LINE.  CASING PIPE A MINIMUM OF 18' TO ENCASE BOTH WATER LINE JOINTS.
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ADAPTER AS REQUIRED TO TRANSITION FROM SDR-35 TO C900
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ADAPTER AS REQUIRED TO TRANSITION FROM SDR-35 TO C900.
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DR-18 OR SDR 35
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DR-18 OR SDR 35
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C900 DR-18
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SDR 35

AutoCAD SHX Text
DR-18 PVC OR SDR-35
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DR-18 PVC OR SDR-35
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ADAPTER AS REQUIRED TO TRANSITION FROM SDR-35 TO  SDR-26
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ADAPTER AS REQUIRED TO TRANSITION FROM SDR-35 TO SDR-26.
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ASTM D3034 SDR 26
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JOINT OF NEW WATER LINE TO BE CENTERED OVER PROPOSED SANITARY SEWER LINE AND JOINTS AT LEAST 9' HORIZONTALLY FROM SEWER LINE.
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DR-18 PVC
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JOINT OF NEW WATER LINE TO BE CENTERED OVER PROPOSED SANITARY SEWER LINE AND JOINTS AT LEAST 9' HORIZONTALLY FROM SEWER LINE.
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ADAPTER AS REQUIRED TO TRANSITION FROM SDR-35 TO  DR-18

AutoCAD SHX Text
ADAPTER AS REQUIRED TO TRANSITION FROM SDR-35 TO DR-18
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AS PER PLANS
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AS PER PLANS
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SDR 35
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WATERLINE SHALL BE ENCASED AS DESCRIBED IN TCEQ CHAPTER 290, PUBLIC DRINKING WATER, SECTION 290.44e.(4)(B)(iv)(ll) OR CONSTRUCTED OF DUCTILE IRON OR STEEL PIPE WITH MECHANICAL OR WELDED JOINTS AS APPROPRIATE.
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NOTE: USE THIS INSTALLATION WHEN WATER CROSSES UNDER A WASTEWATER MAIN OR LATERAL.  BOTH WATER AND WASTEWATER MUST PASS A PRESSURE AND LEAKAGE TEST AS SPECIFIED IN AWWA C600 STANDARDS.
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NOTE: USE THIS INSTALLATION WHEN MIN. 2.0' VERTICAL SEPARATION BETWEEN WATER AND SEWER IS POSSIBLE.
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